
DIMENSION-POLYANT’s internal taffeta (iT) was specially developed for the dis-

cerning sailor who demands performance, shape holding, and increased durability

in their sails. GPL iT styles are excellent options for the offshore and blue water sailor. Mainsails and heavy air genoas 

made from GPL iT fabrics will exhibit less wear from reefing and general use. Our proprietary light taffeta is encapsulated 

between two layers of film and treated with an anti-microbial additive to help restrict mildew growth. Ultraviolet inhibitors 

are also added to each layer of the laminate adhesives to help protect the underlying f ibers from UV degradation.

. . .  the true sailcloth producer
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D-47906 Kempen

Phone: +49 (2152) 891 0

Fax: +49 (2152) 891 149

info@dimension-polyant.com

DIMENSION-POLYANT SAS, France
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F-17000 La Rochelle

Phone: +33 (0) 546 282 201
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DIMENSION-POLYANT SAS, France 
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F-13008 Marseille
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Fax: +33 (0) 491 722 505

marseille@dimension-polyant.com

DIMENSION-POLYANT UK Ltd., United Kingdom

Unit 11, Kingdom Close

Kingdom Business Park

Segensworth East

GB-Fareham Hampshire PO15 5TJ

Phone: +44 (1489) 570 551

Fax: +44 (1489) 570 451

uk@dimension-polyant.com

DIMENSION-POLYANT Inc., USA

78, Highland Drive

USA-Putnam CT 06260

Phone: +1 (860) 928 8300

Fax: +1 (860) 928 8330

info@us.dimension-polyant.com

DIMENSION-POLYANT Sailcloth PTY Ltd., Australia

P.O. Box 825

Unit 7/9 Powells Rd.

AUS-Brookvale N.S.W. 2100

Phone: +61 (2) 9905 9565

Fax: +61 (2) 9905 9569

dp-aus@dimension-polyant.com

Film

22º Technora® Black X-Ply ®

Carbon Fiber Insert ®

Technora® Black scrim

iT (internal taffeta) 
encapsulated in film

Film

Style  Finish Weight Warp Fill X-PLY
mil Sm-oz Technora® Carbon Technora® Technora®

GPL10 iT 1,5 6,7 6 x  750 + 1,4 x 7000 5 x 750TB 22˚ 750
GPL14 iT 1,5 7,0 6 x  750 + 2,0 x 7000 6 x 750TB 22˚ 750
GPL21 iT 1,5 8,8 6 x 1500 + 3,0 x 7000 6 x 750TB 22˚ 750
GPL28 iT 1,5 10,1 6 x 1500 + 4,0 x 7000 6 x 750TB 22˚ 750

Unique features of iT fabrics include:

• Improved bias and fill numbers as the 
encapsulated taffeta helps reduce stretch.

• Internal taffeta creates a fabric with a softer 
hand and decreases the likelihood of hard 
creases in the film.

• Less shrinkage as the taffeta fills the un-
supported open windows of film.

• Internal taffeta styles are lighter and less
likely to have mildew problems because the 
taffeta is fully encapsulated inside the product. 
Unlike external taffetas, internal taffetas have
almost no moisture gain.  

• Film to film gluing without the need to flip-flop
the panels.

Our GPL fabric is now available with 
iT internal taffeta, DT double outside 
taffeta and film / film without taffeta.


